FICHE  META_INFORMATION_PARAMETRES

(à remplir par le responsable du paramètre)

1. Nom du DATASET / Data SET NAME

Data set Name (list of the measured parameters): 
Radiation Measurements:

· Incoming Shortwave (K_down)

· Incoming Longwave (LW_down)

· Incoming Photosynthetically Active Radiation (PAR)


2. PROJET-ETUDE / PROJECT TITLE

Campaign  NAME :   GreenEdge – AMUNDSEN – 2016
LEG : 1a & 1b
Date begin : June 3, 2016
Date end : July 14, 2016
Chief Scientist: Marcel Babin (Leg 1a) and Jean-Eric Tremblay (Leg 1b)
Address :

Université Laval - UMI Takuvik

1045 avenue de la médecine

Québec, QC, G1V0A6, Canada




OPERATION (if Relevant)

Sampling method : Various radiation sensors mounted above the ship’s wheelhouse, measuring incoming shortwave and longwave and PAR radiation. These sensors all recorded measurements once per minute to a datalogger.
Station number-Cast number :  N/A – recorded once per minute throughout the cruise
Operation code :

3. RESPONSABLE SCIENTIFIQUE du paramètre / PI of the parameter


4. DATASET contact 


5. INFORMATION GEOGRAPHIQUES /  GEOGRAPHIC INFORMATION

Predefined site (if relevant): 

Location: Baffin Bay
LATITUDE:  67 - 71 N
LONGITUDE  55 - 65 W

6. DESCRIPTION DES INSTRUMENTS /  INSTRUMENTS DESCRIPTION (if Relevant) 

Instrument Type:  Eppley Pyrgeometer
Manufacturer: Eppley
Model: Precision Infrared Pyrgeometer (PIR, see link below)

http://www.eppleylab.com/instrument-list/precision-infared-radiometer/
Instrument Features / Calibration: (see link above) Records LW_down measurements to a data logger
Instrument Type:  Eppley Pyranometer
Manufacturer: Eppley
Model: Precision Spectral Pyranometer (PSP)
Instrument Features / Calibration: (see link above) Records K_down measurements to a data logger.
Instrument Type:  Kipp & Zonen PAR Lite
Manufacturer: Kipp & Zonen
Model: N/A
Instrument Features / Calibration: Records PAR measuements to a data logger
7. DESCRIPTION DES PARAMETRES /  PARAMETERS DESCRIPTION

7.1. Ce qui a été collecté, mesuré et comment / How was the parameter collected and measured (include references for analytical methods)?  

Sampling: Measurements are recorded once per minute and saved to a data logger. 
Analytical procedure : (briefly, could be a short recall to a published reference): N/A
Units: 

K_down: W m-2
LW_down: W m-2
PAR: umol m-2 s-1
Sensor Precision:

K_down: accuracy is approximately +/- 2% of reading
LW_down: accuracy is approximately +/- 2% of reading
PAR: accuracy is +/- 5% of reading
7.2. Décrire quels types de données sont nécessaires pour vous compléter votre propre jeu de données avant envoi à la base de données, et estimer le délai avant la disponibilité de vos données pour la base de données / Post-cruise data analysis/treatment required, and the time frame for this

Estimated Date of Delivery :  Data have been processed and are ready to be submitted.
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