BOUM

META_INFORMATION_PARAMETRES / PARAMETERS
(à remplir par le responsable du paramètre /    to be filled by the PI    )

	Date  de création
	November 4th, 2008
	created on

	Date: de dernière mise à jour
	December 4th, 2008
	last update


	1. PARAMETRES CONCERNES  
	PARAMETERS


	Mode d’échantillonnage
	No parametre 
	nom parametre
	Status : [non] valid 

	Sampling
	parameter number 
	name of the parameter
	Status  : [not]  valid

	Continuous surface sampling
	284
	FvFm (Variable fluorescence-based photochemical quantum efficiency)
	Valid, public

	Continuous surface sampling
	690
	FACS (Functional absorption cross section of photosystem II)
	Valid, public

	Continuous surface sampling
	691
	ETR (Electron transport rates on the acceptor side of PSII)
	Not Validated, public


	2. PROJET  ETUDE 
	PROJECT TITLE


BOUM
	3. RESPONSABLE SCIENTIFIQUE 
	PRINCIPAL INVESTIGATOR


	Nom /

name
	adresse / 

address
	téléphone / phone number
	fax /

fax number
	adresse mél /

email address

	Michael
	Behrenfeld
	+1-541-737-5289
	+1-541-737-3573
	mjb@science.oregonstate.edu

	Giorgio
	Dall’Olmo
	+1-541-737-5274
	+1-541-737-3573
	giorgiod@science.oregonstate.edu


	4. BREVE DESCRIPTION DU PROJET 
	BRIEF DESCRIPTION OF PROJECT


	5. DESCRIPTION DES PARAMETRES
	PARAMETERS DESCRIPTION

	
	


5.1. Ce qui a été mesuré et comment  (méthode analytique et/ou références )/ 

      What did you measure and how did you do it (include references for analytical methods)?  

Fast repetition rate fluorescence data were measured on surface water (9m depth).  Protocols are described in Kolber et al. (1998).
5.2. Stratégie d'échantillonnage / 
           Sampling strategy
Water was pumped continuously from a depth of about 9m..
5.3. Décrire quels types de données sont nécessaires pour vous compléter votre propre jeu de données avant envoi à la base de données, et estimer le délai avant la disponibilité de vos données pour la base de données / 
 Post-cruise data analysis/treatment required, and the time frame for this
-
5.4. Estimations des erreurs, précision, sensibilité des données /
 
 Error estimates, precision and accuracy of the data

Not available
	6. FICHIERS 
	FILES


6.1. Nom de fichier de données /
  File name
Continuous_data_FRRf_benchtop.xls
6.2. Explication des têtes de colonne, des unités et des abréviations utilisées dans le fichier de données / 
 Data file structure, units, label columns, …

There are 6 columns of data.  Each column is labeled (first row), units are reported on row 2.
The following table provides an example:

	Time_since_2008/6/17_23:59:59
	Latitude
	Longitude
	FvFm
	FACS
	ETR

	(Decimal days)
	(Decimal degrees North)
	(Decimal degrees East)
	(unitless)
	(Angstroms^2/quanta)
	(1/milliseconds)

	1.55E+01
	3.41E+01
	1.84E+01
	9.90E-03
	1.00E+01
	1.00E-03

	1.55E+01
	3.41E+01
	1.84E+01
	1.00E-04
	1.00E+01
	1.00E-03

	1.55E+01
	3.41E+01
	1.84E+01
	1.09E-02
	1.00E+01
	1.67E+01

	1.55E+01
	3.41E+01
	1.84E+01
	4.60E-03
	1.00E+01
	9.99E-04

	1.55E+01
	3.41E+01
	1.84E+01
	8.40E-03
	1.00E+01
	5.00E+01

	1.55E+01
	3.41E+01
	1.85E+01
	1.24E-02
	1.00E+01
	1.00E-03

	1.55E+01
	3.41E+01
	1.85E+01
	1.65E-02
	1.00E+01
	1.03E-03


	7. RESULTATS PRELIMINAIRES 
	RESULTS


	8. REFERENCES BIBLIOGRAPHIQUES
	REFERENCES - PAPERS


Kolber Z.S., Prasil, O., and P.G. Falkowski (1998), Measurements of variable chlorophyll fluorescence using fast repetition rate techniques: defining methodology and experimental protocols.  Biochimica et Biophysica Acta, vol.1367, pages 88-106.

